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Eclipse Servo Motor Brake
Flange Mounted, Air Engaged,
Spring Released
Sizes 2, 3, 4, and 5
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Air engaged, spring released

Optimal performance in dynamic stopping applications

Mount with true pilot mounting

High torque when compared to electric brakes

Zero backlash for precision holding

Bi-directional braking

Long facing life

Simple installation with split hub/shaft collar

Provides quick, safe stops and holds

Cool operation, high efficiency, less energy consumption

Designed for horizontal or vertical applications
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The Eclipse Servo Motor Brake family now
includes a line of air-engaged servo motor brakes.
With superior torque outputs, the air-engaged
models provide rugged durability for dynamic
stopping applications.  These brakes offer
consistent long-lasting performance with virtually
no maintenance needed.
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Eclipse Servo Motor Brake, Approximate Dimensions & Specifications

Specifications
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1 Rated at 80 PSI
2 Estimated Value
3 Calculated Value

* These dimensions (A, C, L, Q) can be custom made for true pilot mounting.  Contact factory for details.

Nexen Group, Inc.
560 Oak Grove Parkway
Vadnais Heights, MN  55127

800.843.7445
Fax: 651.286.1099
www.nexengroup.com

ISO 9001 Certified

Dimensions
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