
Signal Conditioner
SC100

Nexen’s SC100 signal conditioner provides
excitation and signal processing to amplify low
voltage sensor signals. Signals are amplified to
industry standard voltage/current levels and
outputs are suitable for use with indicators, PLCs,
PCs and web controls.

• Use with indicators, PLCs, PCs, or web controls

• Supports differential signal sensors and single-ended signal sensors

• Gain: Low or high, user selectable based on input range

• Bipolar, adjustable excitation voltage

• Compatible with all Nexen web sensors and a variety of other sensors

• DIN rail mountable

• Two input channels

• Power supply, +24 VDC

• Input range per channel: Individual outputs: 0-1V maximum

• Calibration via on-board zero and span potentiometers

• CE and ETL certified

WEB CONTROL PRODUCTS
TECHNICAL DATA SHEET

Summed output: 0-500 mV maximum

The SC line offers two sensor channels, and
supports two different sensor families: differential
signal sensors and single-ended signal sensors.
Differential sensors such as strain gauge load cells
are used to measure force or tension. Single-ended
sensors such as LVDT load cells and web guide
sensors are used to measure force, tension or web
edge position. Operators can optimize signal
conditioner outputs using either the summation of
both sensor channels or each channel individually.
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In accordance with Nexen’s established policy of con-
stant product improvement, the specifications contained
in this document are subject to change without notice.
Technical data listed in this document are based on the
latest information available at the time of printing and
are also subject to change without notice. For current
information, please consult: www.nexengroup.com

mm
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Signal Conditioner, Approximate Dimensions

FMCBE 500, Approximate Dimensions

ISO 9001 Certified
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SC100 Part Number: 964420

SENSOR
EXCITATION

VOLTAGE
QUANTITY

)TDVL(seireSBM V6 2

(seireSWS eguaGniartS ) V6 2

61HP V21 2

12HP V21 2

12HU V51± 1

001HL V51± 1

Nexen Sensor Compatibility
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